


Optional rain covers for
Jumbos if hoppers need
profection from the
elements.

Flo-control rotor ensures positive  Size of epenings determine the
supply of gramules to the openings  application rate. To assure
Rotor acts as a rotary valve that precision, botiom & slide are
restricts granule flow when die cut as mated pairs and

In seconds bottom snaps aff
1o keep clean. Stainless steel
resisis corrosion. All parts
are replaceable.

stapped. never separated.

Junior hopper holds approximately 22 Ibs. Super, 35 Ib. Jumbo holds approximately 45 Ibs. Extensions for each, doubles
its capacity. Lock 'n Load lids are optional, and retrofit Lock 'n Load lids available. 100-Ib. poly hopper also available.

Specifications

Hopper models: Jumbo —09M902 (two opening),

09M903 (three opening, 09M904 (four opening). Super—
098901 (one opening), 098902 (two opening), 098903 (three
opening); Junior —0902Jr (one opening), 0902Jr (two
opening), 0903Jr (three opening).

Hopper capacity: Jumbo, 1 cu. ft. (28 cu. dem), or approx, 45
Ibs. of a commercial granular formulated on clay, 83 pounds
formulated on heavy core. Super, .75 cu. fi, (21 cu. dem) or
approx. 35 Ib. clay product, 39 Ib. heavy core. Junior, .5 cu. fi.
(14 cu. dem), or approx. 22 Ib. clay product, 25 lb. heavy core.
Extensions: Jumbo, Super and Junior hoppers each have
extensions that double the capacity of the base hopper.

Lock *n Load lids: Hoppers and extensions may be ordered
with diecut lid for Lock ‘n Load® valve. Retrofit lid packages
available.

Sight windows: Jumbo and Super hoppers have sight
windows to view contents. Jumor hoppers have none.
Construction: Hopper and extensions are made of 14-gauge
sheet metal welded and sealed for weather protection. Finish
is chemically resistant baked-on polyester powder, Bottom &
slides arare stainless steel.

Rotors: Patented five-bladed stainless steel rotor keeps
constant supply of granules fed to opening(s), restricts granular
flow when rotor stops. Optional neoprene rubber rotor
designated by adding -R to the hopper model.

Bottom & slides: Stainless steel, precision mated at the
factory, never separated.

Delivery tubes: .875 1.D. clear plastic or clear
ribbed flexible.

Bearing: Secaled sleeve bearing with wick reservoir.
Ro-Banders: Banders for granule placement

in 5, 7, or 10-inch bands for insecticide

placement, 14-inch for herbicide when two
openings available.

Mountings: Available for most planters with
conventional press wheels, Mounting posts and
brackets for many tool bar planters.

Drives: Mechanical chain drive for press wheel
units. Chain drive off planter shaft, hydraulic motor
or electric motor for tool bar mounted applicators.
Recommended 15 to 20 rpms on rotor bar when
chain driven. Whether ground driven or motor
driven, Gandy cam gauge mefered hoppers are not
ground speed compensating.

Lack 'n Load & is a registered rrademark of BASF and
Deere & Compam
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Apply insecticide with Gandy
Orbit-Air® applicators

Protecting your crop against attack by flat mounting base adaptable to many
corn rootworm and other insects—even brands and models of planters.

when your planter isn't equipped Popular choice planter-mounted Orbit-
with granular chemical applicators— Air units feature 450, 1,000 or 1,300-1b.
is possible with Gandy Orbit-Air systems. capacities, with coverage of 8, 12, 16,
Precise rates and central filling are 18 & 24 rows depending on model;
features of the Gandy metering system. larger ones to 36 rows. Blower has 8-
Rates are speed compensated by ground gpm hydraulic motor with 2 ports and
wheel or radar sensing controls. Hoppers reservoir return.

have square tubing frame to provide

Tailor the number of vows o 8, 16, or 24 from three Place your granular insecticide in row, T-band
typical bapper capacities - 450 Ib., or 1,300 b, or band at precise rates as chemical company
recanmentds,

Gandy Company + 528 Gandrud Rd. - Owatonna, MIN 55060 « Phone: 800/443-2476

Email: custsrv@gandy.net » Website: www.gandy.net




Examples of Orbit-Air Granular

insecticide units for planters

Determine the dimensions, capacity and number of outlets needed on hopper suited to your planter by refering to the Orbit-Air

drawings below. To fit in the space available, some installations may require that the blower be mounted remotely by adding 4" hing
touted to the air chamber. Note the number of outlers possible o suit your planter. Unused openings can be sealed with a blank plate
far greater air efficiency. In some cases for low rates of insecticides, the half-rate chemical wheel must be used (o achieve the desired
rate per acre, All Orbit-Air hoppers have a toolbar base 1o provide as universal a mounting base as possible. Dealer or operator may
have to fabricate specific components to provide a mounting platform, If chemical is 10 be delivered into a shoe placing it below
ground level, installer must provide for above-ground release of the air, or the chemical will blow back up the tube. The following are
examples of hopper packages for planters, applying an insecticide at a low rate. An installatdon would consist of 1) a hopper package
with any appropriate deducts or adds to coordinate with number of rows and chemical rate, and 2) rubing. See pages 6-8 and 9-11 of

Gancly catitlog.

Note: Examples only, as you tnay choose from Orbit-Air models of smaller and larger sizes with fewer and more outless.

Model No. Description S

BEGNZAC 21.9 cu. fr. hopper (approx. 1,000 1b. chemical capacity), 24 rows maximum, split shalt to shut off hall of rows, black 1.25°
chemical metering wheels, 8-gpm hydraulic 3-port motor on fan, Raven-controlled monitor governing a hydraulic motor
drive, motor and hydraulic motor on Fan-integrated to use two ports on tractor. Unit has narrow mixing chamber spacing,

GOFS16C 21.9 cu. ft. hopper (approx. 1000-Ib. chemical capacity), 16 rows maximum, single shaft, black 1.25" chemical metering
wheels, 8-gpm hydraulic 3-port motor on fan, Raven-controlled monitor governing a hydraulic motor drive, motor and
hydraulic motor on Fan integrated to use two ports on tractor, Unit has standard mixing chamber spacing.

LO7-0063-829 If user has a Raven 440 console, Revision F equivalent, 600, or 660, he may deduct console.

LO7-0063-484 If user wishes to integrate the consele with radar, deduct amount for sensor Kit not taken,

LO7-0015-018 24-ft. Speed sensor cable extension as an exir,
The following parts can be deducted from or added to the parent unit as noted to conform to planter rows.

G2R51-75 1.25" black chemical wheels when unit must apply low chemical mtes; deduct per outlet.

09096921 625" black chemical wheel & spacer package for low rate chemical; add per outlet used.

H2851-48 Blank plate to seal air chamber on unused openings; 6 supplied w/ unit; order extra as needed.

5506294 Blank plate to seal air chamber on unused openings; 4 supplied w/ unit; order extra as needed,

62851-60 Closure for narrow metering door for unused outlets; 4 supplied w/unir; order extra as needed.

(G2852-20 Blank plate o seal metering outlet if not used; 4 supplied w/ unit; order extra as needed,

MOG-4000-000 4" 1.0, flexible hose for remote placement of blower, if needed. Order by foot.

MOG-1000-010 1" LI, black poly tubing. Order in 300 fi. increments

MOG-1000-020 1" L. flexible wbing. Order in 100 fi. increments.

Haopper Size (cu ft) 8 10 21.9 30 335 50 80 100 120 150

Metric Cap. {cu m) P 26 62 85 a5 1.4 22 28 32 4.1

Chemicals (Ibs)' 360 450 1000 1350 1500 2000 3600 4500 5400 6750

Outlet Options® 12 10,1218 16,24* 24, * v 1824360 182436 18,2436  273654*  27.36,34"

Shaft Options single aplit an 10 smgle/split  single/split ) split single/split  single/split threc three

single on 12,18

Weights are approximate. ‘Outlets can be individually closed. Mependant on variables affecting air Aow.
12, 18, 24, 36 and 54 outlet moclels macked by asterisk are not recommended for fenilizer due e metering cups, Feild calibaration is required o determine actual application
rales. MEASUREMENTS: all dimensions in inches, Capacity of granular chemical ciloulansl at 45 lbfey,, It Capacity of fertilizer calculated ac 60 Ih/cu. I
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This chart conteing information that ks correct at the tme of printing; however, Gandy Company reserves the dght to change specifications, models; equipment or prices

without incurring ohligaton,
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Air seeder efficiency plus
precision, economy
and versatility

Gandy Orbit-Air”
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Seeding, Spreading, Banding or
Gandy Orbit-Air Delivers Performanc
at an Economical Cost

N

Gandy Orb

The Gandy Orbit-Air application system may
be one piece of equipment. But it’s designed to
efficiently handle three different field jobs, save
time andy reduce overall operating costs.

Seed. Orbit-Air seeds soybeans with
comparable or better stands and yields than a drill
or planter. At a much lower cost. Works equally
well under any tillage practice. It also handles most
other types of large or small seed, at cover or cash
crop rates. Seed in any row width, solid seed, or
broadcast.

Band or Broadceast. Orbit-Air enables you
to economically band or broadcast standard-grade
dry materials, such as chemicals and fertilizer. At
specified rates. Over uneven terrain.

Apply. Orbit-Air lets you effectively apply
materials across the full tillage width. Now you can
inexpensively place materials on target with the
same accuracy as big custom pneumatic floaters
costing thousands of dollars more.

it-Air application system mounted
on walking tandem tow cart.

i Fh
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VERSATILE GANDY
lets you precisely seed soybea
band or broadcast fertilizer, or ap)

Drastically reduce field machinery needs

Mount individual Gandy Orbit-Air units
directly to field cultivators, chisel plows, planters,
row cultivators, trailers, high-clearance units, or
other delivery systems. Or choose the Gandy tow
cart that accommodates applicators from 33.5 cubic
feet to 150 cubic feet capacities. Carts are single
axle or walking tandem, depending on size of
Orbit-Air unit selected.

Put your calculator to work, and add uE the
savings. Orbit-Air and air seeding reduce high
maintenance costs, reduce compaction, and let you
apply material on fields that are often too wet for
other e%uipment to enter. Gandy lets you squeeze
more efficiency into your hectic production
schedule.

The secret of the Gandy metering system
Gandy has set the standard for the industry in
metering materials. Individual metering wheels
feed seed or virtually any dry material from the
hopper into individual venturies, where the air
stream moves it through hoses to all delivery points.



L Accurate -
MEtenn Even at Low Rates
9 Patented, interchangeable

metering wheels deliver precise

> and Accuracy etes, Cojorcosea:. Hlack
granular chemicals and small

seads; Red — fertilizer and small
seeds at high rates; Yellow —
fertilizer at high rates; White —
large seeds such as soybeans
and field peas.

Dependable Air Power
Metering wheels mounted
above individual air mixing

chambers feed seed or ather
materials into the air stream.,
Rugged blower supplies 8-20
ounces of air pressure to each
individual venturi. Delivery
tubes may be routed to deflec-
tors for broadeasting, banders
for banding, planter units,
injector shanks for deep-
banding or for in-furrow place-
ment.

Speed-Comp Controller
Get super accuracy with the
electric or hydraulic Speed-

Comp controller. Monitors

speed indicators such as radar
units and wheel sensors.
Automatically adjusts metering
system to deliver correct rate,
Change rates On‘the'l'a_’%

)RBI'I‘ AIRR Controller integrates into G
I systems. Mounts in tractor cab.

3 =L, T = e
:ation system mounted on field cu

i and small grain,
y granular chemicals.
Zero-Max Control
The rotating speed of the metering wheels Infinite rate setting with
determines the application rate. Depending on the Zero-Max control and

ground-wheel drive

maintains constant application
rates — even as your forward
speed changes over uneven

'gpe of metering wheels you select, the Gandy
rbit-Air delivers 2- to 300-pounds per acre in
swaths up to 60, 70 or more feet wide. The proven

Gandy Orbit-Air system uses material more terrain. Precise rate control
efficiently. With no waste. Or uncontainable spills. for low rates of granular

chemicals and high rates of
Fits the way you farm fertilizer. Optional in-cab

Orbit-Air is available in 10 different capacities Gonlrolh'?ohc{::?ge from
from 8- to 150-cubic feet. Outlet options vary by g ow rate.
model selected, from 10- to 54-outlets. Each outlet

can be individually opened or closed. Choice of 9-Setting Gear Box
stepped intervals of rate

Blow away the high cost of i settings for fertilizer and large
Compare the benefits of operating a Gandy seeds. Adjusts rpm ratio of
Orbit-Air unit with the high cost of traditional farm ﬁrﬁggg ?;"‘éiﬁ:?; g‘:;:tr;’rﬁ
lmp]g}'nentsi.:f:r%len you'll oL why é_xandy Ur.bll—:hr application rate when opera-
combines efliciency, precision and economy. tion speed decreases or
increases. Available on

Contact your Gandy dealer. Or call certain fertilizer models.

Y Y

1-800-443-2476 for the dealer nearest you.
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CuHoosE THE GANDY ORBIT-AIR® that’s best for your operation.

SPECIFICATIONS

Hopper siza (1) ] (1] 218 3 335 50 a0 100 120 150
Metric cap. (m) 22 26 &2 85 a5 1.4 22 28 3.2 4.2
Bushel capacity 6.6 8.2 18 24 97 40 64 80 96 120
Fertilizer (Ibs)’ 480 600 1300 1800 2000 3000 4800 BOOD 7200 9000
Chemicals (Ibs)' 360 450 1000 1350 1500 2000 3600 4500 5400 6700
Outlet Options® iz 10,12,18* 16,24 16,24* 24 24,36" 1824 36" 18,24,36" 27,36,54" 27,3654
Max Broadeas! Width
@ 30° deflector spacing”  30° 25 30 45' 40,80 40 80° B0’ B0 T2 4560 72" 45" 80" 72 45 607,72 45" 60,72
@ 76m deflector spacing® 9m 7.6,9,13.8m  123,18m 12.3,18m 18m 18.5,22m 13.8,18.22m  13.8,18,22m 13.8,16.22m 138,18 22m
Shafl options single spliton 10 singlefsplit.  single/split lwo spiit single/split single/split three three

single on 12,18
Dividad Heppar Mo No available avaliable  avallabla No Nao Na available available
Implement Mounted Yes Yes Yes Yes Yes Yes Yes Yes Yas Nao
Trailer No No Ha Na Yes Yeas Yes Yas Yos Yas

DRIVE CHOICES

GROUND WHEEL

with Zeno-Max! Yes Yes Yas Yes Yas Yes Yes Yes Yea Yas
GROUND WHEEL

with gearbox control No Yos Yas Yas o No Yas Yes No Mo
ELECTRIC MOTOR

non-speed compensating

with Zero-Max Yes Yes Yes Yes No Mo No No ] Ma
ELECTRIC SPEED-COMP

moniter control Yes Yos Yes ag Yas Yes Yes Yes No Ma
HYDRAULIC SPEED-COMP

manitor control Na Mo Yes Yas No Yes Yes Yes Yes Yes

"Weights are approximate, “Outlets can be individually closed, *Dependent on variables afecting air flow. *Zero-
120 & 150 Cu. Ft. Hopper Max is a registered trademark of Barry Wrght. *12,18,24,36 and 54 outlet models marked by asterisk ara not
2 recommended for ferilizer due to ganged metering cups.

|
oh ] g NOTE: Maximum delivered rates in volume or weight of material will vary depending on width of the implement,
o - : rate selected, number of outlets used, spacing and routing of the tubes, and ratio between speed of fravel and
0O B r{ blowet's air pressure capacity. Also the yellow metering whaal, available for high-volume users of farilizer, can
PO meter mors matenal than the air system can handle,

ADDITIONAL CHOICES: Deflector packages, lube stabilizers, lubing, splitters to double outlet delivery, shank
50, 80 & 100 Cu. Ft, Hopper mounting brackets 1o place wking behing field cultivater shanks, metering wheels for soybeans and ofher farge
; et seeds, and for farlilizar,

ot w.':sr % MEASUHEMENTS: All dimansions shown in inches. Capacity of granufar chemical caleulated at 45 infcu ft.
160 [u. 7T |50 0. FT = Capacity of fertiiizer calculated at 60 Ib/cu.t.
poe———; 10 Cu. Ft. Hopper 8 Cu. Ft. Hopper
[———" [ 40— 1850—=f=— M=) e mn—-r-—llw—.-l
33.5 Cu. Ft. Hopper -
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Seeding in heavy corn residue.

This literature supplement contains infermation that is : SR e NS e

cormect at the time of printing; however, Gandy Com- = ; —— =

pany reserves the nght to change specifications, mod- Minimum tillage soybean seeding.

els, equipment or prices withaut incurring obligation,

Orbit-Airis a registered trademark of Gandy Company. ‘/
Printed In U.3.A. 528 Gandrud Road, Owatonna, Minnesata 55060 USA
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Orbit-Flow” with air delivery

for subsurface dry fertilizer banding

V (HATRR0ES AAOAU

SAVING trips by combining with an anhydrous application, having wider choices of fertilizer blends, saving custom application costs, and
banding to reduce amount per acre and reduce leaching are reasons Kentucky farmer Jim Rucker added the Gandy Orbil-Flow lo the 57
tool bar above. He banded 18-46-0 and 0-0-60 on 12 rows at 30" spacing.

How this

red applicator
can have your
fertilizer operation
seeing black. . .

TO BROADCAST fertilizer and seed mixture over CRP acres, this Orbit-
Flow with air delivery was installed on a transport cart with owner-
fabricated boom and mounted on front of the tractor.



TWO MODELS. Model 6347AF-24P
with 24 maximum 1-1/4" outlets;
Model 634TBW-18P with 18 max-
imum 2" outlets.

SPEED-COMPENSATION. In-
dividual orbit wheels on a stainless
steel shaft are ground driven to sense
changes in field speed. Rates are set
by adjusting the rpm of the meter-
ing wheels to the rpm of the ground
drive wheel. When speed changes,
the rpm ratios are kept constant,
delivering the same rate per acre.

RATE CAPACITY. On 30" tube
spacing at 6 mph, rates can range
from 30 to 180 Ib./acre for Model
634TAF-24P; from 50 to 300 Ib./acre
for Model 6347BW-18P. Maximum
delivery rates in volume or weight
of material vary depending on width
of the parent unit, spacing of the
tubes and ratio of speed and air
pressure capacity.

AIR DELIVERY. A hydraulic-motor
driven blower and air manifold with
delivery tubes permits use on folding
chisel plows, anhydrous tool bars,
planters, transport carts or trailers.
PTO and gas engine-driven drive are
optional.

GROUND DRIVE can be from a separate field tire, implement carriage tire, or line
shaft, depending on configuration of parent implement.

Orbit-Flow 6347 with air deRivery
$0 your crop uses it most ef ficier

Efficient use of fertilizer dollars is critical to profital
agriculture, since estimates show fertilizer costs average
per cent of the out-of-pocket costs in crop productiora, especia
of corn.

Placement of fertilizer is important for your crop to be
utilize nutrients. P, K and Zn are largely immobi Ie in ma
soils, so should be placed near the root zone.

Subsurface Banding at depths appropriate fo yo ur crop &
complishes this, plus banding reduces soil “tie-up'"" of P ai
K occurring with greater soil contact. This placerre ent near
the seed stimulates the early growth of the crop, ofte=n resulti

GEARBOX
ra#io of groi
whieels to d
licen rate w
de creases ¢



Orbit-Flow Models & Components

The Gandy Orbit-Flow applicator with air delivery offers a choice of hopper models, blower drive & manifold,
ground drives, platform and tubing. Complete packages require selecting from each of the five components.

Hopper Model Blower Drive & Manifold
634TAF-24P 638719
6347BW-18P 638616

638733 w/pto, 634TAF-24P
638734 w/pto, 634TBW-18P

Platform Package Tubing
638614 platform & safety rail, either model

w/8 gpm hydraulic drive, 634TAF-24P 638720
w/15 gpm hydraulic drive, 6347TBW-18P 638611
638731 w/gas engine, 6347AF-24P
638732  w/gas engine, 6347TBW-18P

Gear Box Control & Ground Drive

w/field surface. tire

w/small wheel from implement tire
638723 line shaft drive

MOB-1000-010 — 1" L.D. For 634TAF-24P. Order in 300 ft. rolls as required.

MO6-1500-020 — 1172 LD, for 6347TBW-18P. Order in 300 ft. rolls as required.

SPECIFICATIONS

Capacity — 79 cu, ft. (1.83) m’) hopper holding approximately
4740 pounds (2115 kg) of fertilizer with a density of 60 Ib. per cubic ft.

Hopper — tuck-behind cover; internal screens; sight windows; ther-
moset polyester-coated finish for corrosion resistance, stainless steel
shafts for metering wheels. Mounting base of 3" 3" square tubing
is 72"'%72"" Hopper is 63''x48". Hopper color, red.

Outlets — AF designation on hopper model indicates 1-1/4" outlets
and red (F) fertilizer wheels; BW designation on hopper model in-
dicates 2" outlets and 2" red (W) fertilizer wheels. Hopper model
6347 has 24 maximum 1-1/4"" outlets, 18 maximum 2" outlet. Un-
needed outlets can be sealed or closed with shutoff slides.

Rate Charts — Calibration procedure, plus rate charts for some
common fertilizers are included.

Rates — Maximum delivered rates in volume or weight of material
will vary depending on width of the unil, spacing of the tubes, and
ratio between speed of travel and blower's air pressure capacity.
Model 6347AF-24P has approximate application rate range of 30-180
Ib./acre at 30" spacing at 6 mph field speed. Model G347TBW-18P
has approximate rate range of 50-300 Ib./acre at 30" spacing at 6 mph.

Metering — Individual orbit wheels ground driven with rpm governed
through 9-setting speed control gear box and four possible hopper
drive sprockets, providing 36 rate ranges.

Drives — Drives can be from large ground wheel, small wheel riding
on parent implement tire, aline shaft on parent implement, or ground
wheel on a trailer. Each package contains the 9-setting gear box
control.

Shipping Weight — Complete packages, approximately 1,350 pounds
(603 kg).

72 N

1

7% 48 ——4

This literature contains information thal is correct at the time of printing; however,
Gandy Company reserves the right lo change specifications, models, equipment
ar prices at any time without incurring obligation,
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=s—es dry fertilizer
—wou cut costs dramatically.

in higher yields, more tolerance of insect damage, and easier
~weed control.

Eower rates of phosphate, potash, sulfur and zinc are need-
«<=d when these nutrients are applied in a band near the seed
w~ather than broadcast. In many cases, rates of these nutrients
«an be cut in half without reducing yield. Use of starter or

‘E>anded fertilizer can reduce the cost of your overall fertilizer
E2rogram,

“Candy Orbit-Flow fertilizer applicators can help you achieve
& hese goals.

“ECONOMICS is the reass«
chased the Gandy Orbit-IF
Mike Hampel, Fertilizer
Ulysses, Kansas. “The d x
phosphate is much che 2
either suspension or cle=:

“The unit, right, has T
on leveled soils for irriga #)
have high pH, commonly
tilizer ““tie-up’’ By bandlli
fertilizer, nutrients are n
able to the plant. We” ~
coulters to the front of the
15" centers and work ira
stalks or shredded. This lei
dle ridge till acres, too, app»l
phosphate and ammonia .

“Our customers are ve
because of the tremend «¢
response we've seen un d
conditions.”

TO BAND starter fertilizer at 190 Ib./acre, the Orbit-Flow with ai
mounted on & 12-row folding planter,

- ~OL adjusts rpm TWO MODELS permit choice of & e - NS S

m=—= and meterin eighteen 2-inch outlets or twenly- '

= mastant app]ir::f fﬂﬁr I-1/4-inch outlets. g TO BAND granulated landplaster over the row on peanuts and sav-e
«== ration speed over a broadcast application, this Orbit-Flow was installed on a groy

. assist-wheel tool bar. Note ground wheel drive in center of photos,



Gandy positive displacement applicators provide
speed-compensated rates, eliminate dribble

To achieve speed-compensated application rates and
eliminate chemical loss, Gandy offers positive
displacement metering (PDM) for toolbar planters,
potato planters, and specialty equipment.

The PDM system is designed to be ground driven to
provide constant application rate even when speeds
vary throughout the field. Ground drive can be from
a live shaft if available on the planter, or from a
separate ground drive. This drive is to provide
either 2 or 4 revolutions in 88 feet to the parent unit
to correspond to calibration guidelines. When the
planter is raised, metering stops with no dribble. If
shutoff is required before the planter is raised, an
optional clutch on the ground drive, or a separate
clutch package is available.

Chemieal rates are set by two sprockets chosen from
a cluster that provides a wide range of rates for

many chemicals, One cluster mounted on a

centrally placed hopper may govern multiple hoppers
if mounted in line. A stub shaft connector for the
parent hopper plus connector drive tubes can be

used between hoppers to power units on either side
of the parent hopper.

The system is available on new Gandy Jumbo,
Super, or Junior steel hoppers that can be ordered
with lids to accommodate Lock 'n Load valves.
Hopper extensions also are available with Lock n
Load. To maintain a closed system, Jumbo and

Super hoppers also feature sight windows to

check contents level. Attachment PDM packages
are available to convert existing steel hoppers in the
field to the PDM system.

Speed-compensated rates and positive shutoff are benefits
of Gandy s PDM metering syvstem. Available with one, twao,
three or four outlets, and half or full-rate (shown) wheels.
Nore: Metering cover and chain guard are removed to
illustrate metering wheel configuration.



Maierial is fed under the metering wheels.
Half-rate wheels with spacers {shown) are
recommended for Temik application on
potatoes. Note: Protective cover removed
Jfar illustration.

B - =

Gandy's PDM metering system can be attached to existing steel
hoppers 1o achieve ground driven, speed-compensaiing
application, Attachment packages can be ordered with 1, 2, 3, or
4 outlets, Installation is shown with heavy-duty ground drive.

Hopper capacities: Jumbo, | ft', approx.
45 Ib. {dem’) of a commercial granular
formulated on clay, 83 bs. formulated on
heavy core. Super, .75 i’ (dem’) or approx.
35 Ibs. clay, 65 Ibs., heavy-core. Jumior,
5t 20 Th, clay product, 39 Ib., heavy core.
Extensions: Jumbo, Super, and Junior
hoppers each have extensions that double
the capacity of the base hopper. Jumbo ext.
09176744; Super ext. 09093896; Junior ext.,
09070535,

Hopper models: (Full rate wheels)

Internal number indicates number of outlets.
Jrmbo: 09MIPDM, 09M2PDM, 09M3IPDM,
09MA4PDM. Super: 0951PDM, 0952PDM,
09S3PDM, 0954PDM. Junior: 09IR1PDM,
09IRZPDM, 09JRIPDM, 09JR4PDM.
Hopper models: (Hall-rate wheels) —
Internal number indicates outlets.

Jumbo: 09M1PDM-T, 09M2ZPDM-T,
OOMAPDM-T, 09M4PDM-T.

Super: 0951PDM-T, 0982PDM-T,
09S3PDM-T, D9S4PDM-T.

Junior: 09IRIPDM-T, 09JR2PDM-T.
O9JR3IPDM-T, 09JR4PDM-T.

PDA attachment pkes. (Full rate wheels) —
Ending number indicates outlets.

Jumbao: 0OMPDM-1, 0OMPDM-2,

With 2 or 4 revolutions in 88 feet
delivered 1o the input shafi, the chemical
rate is set by a choice of sprockets from a
sprocket cluster. The PDM svstem can
meter chemical, small seeds and, with
interchangeable wheel, fertilizer,

SPECIFICATIONS
09MPDM-3, 09MPDM-4.
Super or Junior: 095JPDM-1, 09STPDM-2,
098JPDM-3, 098JFDM-4.

(Half-rate wheels) Jumbo: 09MPDM-1T,
09MPDM-2T, OSMPDM-3T, 09MPDM-4T.

Super or Junior: V9SIPDM-1T, 095IPDM-
2T, 095JPDM-3T, 09SIPDM-4T.
Lﬂglﬂn_Ly_adilidﬁi Hopper and
extensions may be ordered with diecut

lid to aceept Lock 'n Load valves.

Valve ordered separately.

Sight windows: Jumbo and Super hoppers
each have a sight window (o view contents,
Junior hoppers have no sight window.
Construction: Hopper and extension are
made of 14-gauge sheet metal welded and
sealed for weather protection. Finish is
chemieally resistant baked-on polyester
powder. Metering has plastic metering
wheels on stainless steel shafls.

Delivery tubes: 875 1.D. clear plastic

or clear ribbed flexible, and mini-hose
clamps. Ordered separately, except in
special "EM" packages.

Mounting: "U" frame included in

Jumbao packages; ordered separately it
neaded for Super and Junior hoppers.

Precise application rate from each outler,
.gpeed—cnmpe*nﬂaffun {#] keep rate constant
even when field speeds vary, and no
dribble after shutoff are benefits of the
Candy PDM system.

Hoppers mounted in line can be governed by one rate setting
sprocket drive. Eleciric motor or hydraulic motor drive
available, but neither drive provides speed compensation as does
ground drive. All drives need rate setting sprocket cluster.

Rate sprockets: Package 09095917,
Drives: Standard duty ground drive

with 480-8 tire with or without clutch.
Heavy duty ground drive with [2-inch
traction tires with or without clutch.
Cluteh: Ordered with ground drive or if
drive is to be from planter shaft, ordered
separately as 09096918 package.

Stuh drive connector: [f parent hopper is
centered m installation, order stub drive 1o
install connector to drve side,

Connectors: (02074321 to connect metering
shaft up to 42-inch hopper spacing, or
09074323 connector pke. for up to

80-inch hopper spacing.

Note: If agitators used, drive shafts as

well as metering shafts must be connected.

Agitators: Extra equipment. Order by
number of cutlets.

"Lock 'n Load is a registered wrademark of the
BASF Co and Decre & Co

GANDY COMPANY “onulactuies
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In the race to plant corn and soybeans,

nothing consumes more time than
stopping to fill individual seed hoppers.

planter box at an optimum level of seed. When
seed covers the tube, air pressure
equalizes and seed delivery stops. As

The Gandy Seed Transfer System
(STS) fills planter seed boxes on-the-
go and makes those frequent pit
stops a thing of the past.
The Gandy STS is a
pressurized seed tender that
mounts on existing implements
or may be ordered as a tow cart.
Tubes from the tender's manifolds
connect with individual planter
seed boxes to provide a constant
level of seed in each box. Five
models are available with
capacities of 24, 40, 64, 80, 96,
and 120 bushels, respectively.

The hopper is filled by bulk bag or grain
auger. Air from a hydraulic-driven blower seals
and pressurizes the closed hopper. Inside, the
positive air pressure allows seed to flow
through manifolds and tubes to keep each

the seed level drops, flow begins until
seed again covers the air delivery
tube.
The Gandy Seed Transfer System
will feed B rows to 36 rows,
depending on model selected.
The color of the tender's hopper
can be ordered to match most
major planters.
This year, save time and fill your
planter boxes on-the-go. The
Gandy STS can do it efficiently and
economically. You'll go through
planting season with fewer headaches
and backaches.
See your Gandy dealer today. Let us show
you how to make more time for planting with
the Gandy STS. The Gandy Seed Transfer
System can change the way you plant corn,
beans, and small grains.

800-443-2476

IT'S GANDY

528 Gandrud Road, Owatonna, MN 55060
507-451-5430 = Fax: 507-451-2857
email: custsrv@gandy.net



STS™ Seed Transfer System, Pressurized Seed Tenders

Planter-mounted or tow cart models

The Gandy Seed Transfer System (STS) includes pressurized hoppers holding from 24 to 120 bushels which can be tailored to planters
having 8 to 36 outlets. The hoppers mount on or trail behind planters to feed the crop seeds to individual row boxes while planting. This bulk
tender saves hours of filling time over hand-filling individual seed boxes and keeps uniform weight on each planter row to provide more
uniferm depth of seed placemenl. To order, choose hopper size and then choose apprapriate manifolds for hopper and number of rows
closest fo number of planter rows. Plugs included to seal unneeded openings. Must specify color.

STANDARD EQUIPMENT: Internal sieve screen, sealed cover, cleanout chutes, blower driven by 8-gpm hydraulic motor (unless otherwise
noted) using tracter hydraulic system to produce 8-20 oz. of air pressure depending on recommendation for transferred material, with needle
valve in line to regulate hydraulic fluid flow on open center system; 10 feet of hydraulic hose for each hydraulic outlet (user to supply hydraulic
hose couplers to match outlet brand). Plugs to seal unneeded openings. Operator's manual included with manual holder. Completing
packages which must be ordered include: 1) manifold(s) to achieve number of outlets to match rows, 2) tubing, 3) adaptors for row hoppers fo

accept 5TS tube.

EXTRA EQUIPMENT: Purchaser may have to provide: Additional steel tubing to mount hopper on parent implement to clear hydraulic
cylinder, leveling bars, elc.; Adaptor packages for seed hopper according to number of planter rows; Tow models have coupler option for quick

detach from planter and caster wheel options to carry tow hitch weight,

IMPLEMENT-MOUNTED HOPPER PACKABES
The first twa digits after the dash in the model number Indicate the bushe! capacity.

TOW CART HOPPER PACKAGES

l:ﬂuhl No.Ship Wgt. Description

BSTS-24IM  —~  24-bushal capacity, fill platform, blower with 8-gem hydrauliz motor.
Hequires 1-1/4" LD, tubing and manifald package with 2ppropriate
number of outlets. Aceapls eifher 12 or 16,

(RAST-A0IM 1230  A0-bushal capaciy, il glatform, blower with B-gpm bydraulic mator,
Requires 1-1/4" LD, tubing and fwo manifold packages with
anpropriale number of oetlets. Acozpts up fo 24

(GOSTS-GAIM 1350 GA-bushel capacity, fill platiorm, blower with 8-gam hydraulic motor,
Aequires 1-1/4" L0, tubing and two manifold packages with
appropriate numbar of outlets. Acczpts ap I 24

(FOSTS-BOIM - BO-tbushel capactty, fill platiorm blower with 8 gpm kydraulic matar.
Requires 1-1/4" LI tubing and two manifold packages with
appropriate number of outlets. Accepts up to 24

BOSTH-OEIM - B6-bushal capaity, fill platiorm, high valume blower with § gom
hyraulle motar. Requires 1-1/4" LA, tubling and three manifnid
nackaqes with approriale number of oullals. Accapts up bo 36.

[BBSTS-120IM -  120-bushel capagity, fll platlarm, volume biowar with B gom
Inydranlic motor. Requires 1-1/4" 1.0, tubing and thres manifald
Dackeqes witll approgriate pumber of ootlats, Accepts up 1o 36,
OPTIONS

Model No,
BOSTE-64TC

BHSTS-BOTC

BOITS-96TC

BBSTS-120TC

B4-bushel capacity hopper, 2-whepl cart, adjustabla wheel track, 11015 flotation
lires, jack stand, reinforced hiteh with tow loog, not o pull ground engaging
toals; bower with 8-gpm bydraulic motur. Reguires 1-1/4" 10, tubing 2nd two
manifold packapes with epprogriale aumbsr of sutlets. Accepts 8, 16 ar 24 rows.

B-hushel capacity happer, 2-wheel carl, adjustalile whesl track, 11L15 fotation
firgs, fack stand, raiforced hitch with tow faop, nat to pull ground nfaging
toaks; blower with G-gum bydraulic mator, Requires 1-1/4" L0, tubing and tw
manifold packages with approgrinte numbar of outiets. Accepts B, 16 or 24 rows.

96-bushe! capacity happer, 4-wheel walking tandem axle carl, adjustable whas!
track, 11015 Hotation tires, jack stand, relnforced hitch with low loog, net to pull
ground engaging tools; Righ veluma Blower with 8-gpm hydraulle moter.
Requires 1-1/4" 0. tuking ard thrao menifold packagss with appropriate
number of autiets. Accapts, 12, 24, or 36 rows.

120-bushe| eapacity hoppar, 4-wheel walking tandem axle eart, adjustable wheel
track, 11L15 flotation tires, jack stand, reinforced hitch with Noe: Compiats
fnstalfalions require ardening hogper & blower package above, maniold(s) fo
Suif mber of planier tow loap, nol to pull ground engaging Lasls; high veluma
blowor with B-gom hydraulic mator. Requires 5-1/4" LI, tubing and thres
manifold rows {xira manioly spanings sealed), fubing and fwbs ansptars ong
Tor gach row. Constit with deater for defeits and packages with appreprisie
nomier of outlats. Accapts 12, 24 or 38 rows priving.

Part No. Description

BB02 One quick compler, B rows; mounting

BA03 Twa guick eouplers, B rows; mounting

6804 One quick couplar, 12-rows; moenting

G805 Two quick couplers, 12-rows; mownting

Paint Golar  To coardinale STS Teader calor to planter, specity paint color at time of order,
82162 Slogle caster wheal to carry waight on tow cart tongus,

G216 Dual caster wheel o carry waight on low cart longua,

1-800-443-2476

Manifald Chaices: Chonse number of doors to fit the happer
model, and aumber of outlets closest to the numbar of planter
rows, The 24-bushel §TS requirgs one door of either 12 or 16
putlets, Tho B4 & B0-beshe! $TS require two doars. Tha 86 &
120 bushel §TS require three doars.

Part No. Description
GA8TS24-12  One door, 12-outlets for BESTS-24IM
GBSTS24-16  One doer, 16-outlets for GASTS-24IM

TUBING: Approximately 100 feet of tubing is used per four rows.

Part No.  Ship wgt. Description
MOG-1250-020 B lbs 1Y4" L. Mo tubing. Ordar fn 100 f. rolls.

BASTS-1-8  (One deor B oullats
BBSTS-2-  Two doors, B outlets each
B8STE-3-8  Three doors, 8 oullats ach

Part No. Description
Bam Includes pawdar-costed black steal adaptor; sealanl. Order one per planter 3880 hopper,

ADAPTOR PACKARES: Ciose ane adaptor for aach plenter row o place delfvery fude inte sead hagper ot fevel desined, BBSTS-1-12  One door, 12 outlets

GBSTS-2-12  Tiwo doors, 12 outlats
BBSTE-3-12  Three doors, 12 outlets

Foem STSOTGE Provves w USA

1-800-443-2476
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