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for your A.T.V.

from

Herd Seeder Company
has been building
Broadcast Seeders
since 1948

and now has one available
for your A.T.V.

with the same quality
and even spread

that has made

the Herd Broadcasters
famous

SOLD BY

The GT-77 includes these standard features:

@® Heavy duty one piece Grey-lron base

® Hopper capacity of 77 Ibs. fertilizer or 1.2 bushel of seed
@ Stainless steel pivot plate for years of service

® 4-Bladed corrosive resistant Aluminum Fan

® 12 volt electric motor (spreads clover 28’ wide)

® Hopper lid to keep material in hopper and dry at all times
® Vibrating agitator for Sure-Feed of material being spread
® Mounting kits to fit most all A.T.V.'s

HERD SEEDER CO., INC.

P.O. Box 448 = Logansport, IN 46947
Phone: 574-753-6311 « www.herdseeder.com

When ordering, specify make and model of A.T.V. kﬂ
|

FEMA



Turn Work
into Play

with Herd’s
Model GT-77
Broadcaster

and Your
A.T.V.

ELIMINATE HEAVY
TRACTOR TIRE TRACKS
IN YOUR FIELDS

WITH HERD’S MODEL GT-77 BROADCASTER AND YOUR A.T.V.

HERD’S Model GT-77 Broadcaster:

® Eliminates hours of time spent hand-seeding

@® |eaves little or no tracks in your fields

® |deal for seeding clover or alfalfa in spring over wheat (spread 28’ wide)

@® Easily mounts in minutes to most all A.T.V.’s

@® Electric motor works off of A.T.V. battery

® Will broadcast all types of seeds, fertilizers, granular insecticides and herbicides
@® Has the ability to center the spread pattern of all types of material

® Fan is hooked directly to the motor shaft for positive fan speed
(No slippage resulting in uneven spread pattern.)

When ordering, please specify make and model of your A.T.V.

ATV 788 Printed in U.S.A.



'THE Sand preader’

Shown above: Model 5.5

The 5.5 size, pictured, will
spread 275 pounds of sand
in One Minute!

Three sizes to choose from...

Fan

The 5.5 which holds 550# of
wet sand or 5.5 cu. ft. of
material.

The 750S which holds 1200#
of wet sand or 12 cu. ft. of
material.

The 1200S which holds 2000#
of wet sand or 20 cu. ft. of
material.

Shroud for sidewalks available.

Herd can spread WET
sand stored OUTSIDE
and sand mixed with
salt or calcium

chloride.

Shown above: odel 5.6



Wirh HyorauLic Moron
on Skid Steer

150

Since 1992
Herd has the
products

you need for
spreading
wet sand.

With our 750 Sand Spreader and the new skid-steer mounting plate with

hydraulic motor you can use your skid-steer unit to spread sand and sand
mixed with other ice and snow melter.

Easy to hook up with a flow valve on the hydraulic motor to control your
width of spread from the driver’s seat.

Your skid-steer must have the capacity to pick up and transport 1600
pounds for you to safely operate this spreader.

Parts Needed: #629 - Skid-Steer Plate
#267C - Hydraulic motor and valve
#750 - Sand Spreader less PTO Shaft

M Seeder Co. Inc.

P. O. Box 448
Logansport, IN 46947

574/753-6311
web: www.herdseeder.com email: info@herdseeder.com



HAS IT ALL
FROM
BIG TO SMALL

HERD SURE-FEED
BROADCAST SEEDERS
SPREADERS



HERD MODEL 2440

THIS IS THE BIG ONE!
COVER ACRES AND ACRES
WITHOUT STOPPING

You can use a Quick-Attaching Coupler with this
seeder.

Using your 8 inch stroke cylinder, you will open and
close the seed flow gate from your tractor seat.

Base plate and fan are aluminum with replaceable
fan blades of steel.

Heavy-Duty independent stand and carrying frame.
Hopper is 14 gauge steel, with full welded seams and
good slant for self-cleaning.

Heavy cast-iron gearbox has tapered roller bearings,
drop-forged gears and is filled with gear oil. <Y ' i

Gearbox is standard for 540 R.P.M. but can be Model 2440 3-pt. for Category 2 Tractors-2440 Ib. capacity
ordered for 1,000 R.P. M. tractors also.

The seeder comes with a shielded telescoping

power take-off shaft with needle bearings.

Rotating agitator for even feeding. Amounts can be controlled from 3 to 1,000 Ibs. per acre.
Base plate will pivot to center the pattern of Uniform spreads up to 40 ft. Weight of material
any material from Brome grass to Soybeans. determines width of spread. Special design for easy

cleaning — only 4 bolts to loosen — nothing to remove and
nothing to lose.

Optional Small Seed Hopper #1090 with 80 Ib. Capacity 225 Hydraulic Band Kit _Control Side of 225 Band Kit
For spreading small seeds such as clover and alfalfa at the The hydraulic controlled 225 banding kit take the
same time you broadcast oats. tedious work out of opening and closing, lets the cylinder
1090 & 1037 Nose Extension with 1039 control kit shown do the work. Individual cables to each opening.
for remote control. Disconnect one for one-sided spreading. Precision

openings fine for spreading granular chemicals such as
insecticides and herbicides. * Hydraulic cylinder and
hose not included.

OPTIONAL EQUIPMENT

Lime Agitator, #158 for spreading dolomite and dehydrated lime. Not recommended for wet lime.
Side Pattern Kit #838 for one-side spreading.
When using banding kits w/trailer use Orchard Trailer #269 w/#1035 Kit.
Small Seed Hopper #1090, as shown above. To use in Model 2440, the #1037 Nose Extension and #1039
Control Kit are needed.
Regular trailer #268 and #1035 available for use with small tractors or tractors without 3-pt. hitch.



HERD MODEL 1200C
THE PROVEN WORK-HORSE

Time proven and liked by all! With 1200 Ib. and 16 Bu.
will give you all the conveniences you’ll want. Herd’s
mounted seeders let you go anyplace your tractor can go
and you will get in your fields quicker.

Amount of spread per acre of seeds may be controlled
down to 3 Ibs. per acre.

Fertilizer from 50 Ibs. to 1,000 Ibs. per acre.

No Special Parts Needed to change from seed to
fertilizer.

Get an even spread with Herd’s easy-adjusted pattern
control. Even spread widths up to 40 ft. depending on
density of fertilizer or seeds. Model 1200C-3PT. Cat. 2 Tractors-1200lbs. Cap.-16 Bu.
Rotating agitator and fan driven by heavy-duty enclosed

gearbox and shielded power take off shaft.

Heavy cast iron gearbox has tapered roller bearings, drop forged gears and is filled with gear oil.

Gearbox is standard for 540 R.P.M., but can be ordered for 1,000 R.P.M. tractors also.

Heavy duty 14 gauge steel hopper with welded seams. Round hopper base prevents corner lodging of material,
assures better feeding. Rugged construction...2 inch square tubing frame with built-in stand.

Also used for spreading calcium or salt on ice or snow.

Optional easy bolt-on 14 ga. Optional 1000 Hydraulic Kit Optional Small Seed Hopper, #1090  Optional 2-piece lid #1087
Hopper Extension, #161 which for remote control. with 80 Ib. capacity that bolts in

raises the capacity to 1 ton or hopper. For spreading small seeds

29 bushel-only 6 holes to drill. such as clover and alfalfa at same

Lid #239 for hopper extension time you broadcast oats and #841

is available. nose extension.

OPTIONAL EQUIPMENT
Lime Agitator, #158 for dolomite or dehydrated lime.

Regular trailer #268 and #266 mounting w/45” P.T.O. shaft and 15 wheels, no tires
Orchard Trailer #269 and #266 mounting

Kit #1125 to convert to Category 1
Hydraulic motor, #248 and valve available to power gearbox instead of P.T.O. shaft.
Kit for use with 1000 kit to install small seed hopper, #1028.

1200S for wet sand.....Available



‘ HERD MODEL 750

THE MODEL 750 HAS EVERYTHING e ' _]
GOING FORIT! : i i
OUTSTANDING, VERSATILE
AND UNIQUE!

The Model 750 has everything going for it from manual
control to hydraulic control...lid...side pattern Kit...
plus 2 styles of banding kits. All this, plus rugged
construction, to give you the service you need.

You can control seed amounts down to 3 Ibs. per acre and
fertilizer from 50 Ibs. to 1,000 Ibs. per acre. Model 750 3PT. for Category 1 Tractors

This model has easy-adjusted pattern control. Enables you to center the spread of light or heavy material.
14 gauge steel hopper with welded seams practically cleans itself. Round hopper base prevents lodging of material
and assures even feeding.

Quick-Tach, shielded, telescoping power take-off shaft and gearbox for long, trouble-free use. Heavy cast-iron
gearbox has tapered roller bearings, drop-forged gears and is filled with gear oil. The gearbix is standard for 540
R.P.M. but can be ordered for 1,000 R.P.M. tractors also. Easy to operate. Convenient location of control handle.

Little time required to clean machine after using...only loosen 4 bolts...no parts to remove and lose. Just the right
size for farms, orchards and groves, golf courses, schools, parks, nurseries, shopping centers and conservation uses.
Your answer for spreading all types of seed and fertilizer as well as salt and calcium on ice and snow. ldeal for
narrow rows only 36” wide as the dimensions of the 750 are 22 X 36” X 49” high.

OPTIONAL EQUIPMENT

-T,({f_/lé SURE-FEED
| {ER0ADCASTER

Lime Agitator, #158 for spreading dolomite or dehydrated lime.

Brackets, #217 to convert Category 1 to Category 2.

Small Seed Hopper, #1090 for spreading alfalfa & clover
with oats.

Hydraulic Motor and valve#248 available to power gearbox
instead of P.T.O. Shaft.

Hydraulic remote control Kit, #1000

Kit for use with 1000 kit to install small seed hopper #1028

750 with Orchard Trailer, #269 Regular Trailer, #268 with #844 mounting. Trailer

w/low profile wheels and flotation has 45” P.T.O. shaft and 15 wheels, but no tires.
tires . #180 Manual Banding Kit

750S for wet sand.....available



HERD MODEL M-96

THE M-96 3 PT. IS A MIGHTY 3 BUSHEL
SEEDER FOR SPREADING SEEDS
AND FERTILIZER

3-PT. mounting is easy and fast.
Shielded telescoping Power Take Off Shaft.
Two control handles, one upper and one lower
for ease of control.
Rotating agitator over opening for even feeding.
4-bladed fan with lap-over blades.
Broadcasts fertilizer and all types of seeds including brome grass, in
amounts from 2 Ibs. of seeds to 500 Ibs. of fertilizer.

OPTIONAL EQUIPMENT
18” Hopper Extension #982 for 2 Bu. Capacity
Lid and Spring #796 & #797
e : AR Also available: M-96 Standard drawbar mount
M-96, 3-PT. 3 Bushel Capacity (Call Factory)

HERD MODEL M3B

The Unique M3B is a versatile spreader designed to be mounted to farm ; — WL "
tractors, pickup trucks, turf trucks or our T12-300 flotation trailer. Dump ' '

bed available for trailer. (DO NOT ATTEMPT TO MOUNT THIS SEEDER DIRECTLY -
ONTO A LAWN TRACTOR, GARDEN TRACTOR OR ATV.)

Spread width can be controlled from 10 ft. to 30 ft. (with optional rheostat.)
Amounts of material being spread can be accurately controlled with the
maximum spread width depending upon density of material being spread.
The M3B is powered by a heavy duty 12 volt D.C. electric motor.

Wiring kit with switch is included. M3B is shipped with brace rods for
universal mounting. M3B Seeder

SPREADER FEATURES OPTIONS AVAILABLE

Steel Frame, Galvanized steel hopper Hopper Extension (adds 2 bu. or 150 Ibs) )
Vibrating rate gate for constant Rheostat for width control )

material feeding. 3 pt. hitch mounting for tractors
Remote on-off controls 2" Receiver hitch mounting — '
(rope & pulley standard) T12-300 Flotation Trailer 2" Rec. Hitch Flotation Trailer

Dump Bed Available

. .

Hopper Ext. Spinning Agitator Flex. Shaft PTO Coupler

HERD
MODEL S3B

Model S3B P.T.O. is a super 3 bushel spreader that will give you complete coverage up to
30 ft. wide. Maximum width of spread depends on the density of the material.
Will spread a wide range of materials, seeds, fertilizers, granular herbicides and ice
melters. (Not Sand)
Heavy duty 42" flexible shaft with a P.T.O. coupling powers the spinner.
S3B Seeder Comes standard with 3-point hitch mounting for Category 1 tractors. Brace rods are
available for drawbar mounting.
The hopper is welded galvanized steel and includes a hinged lid.
Vibrating rate gate and a spinning agitator for constant flow of material.
Hopper holds 3 bushels or 200 Ibs. of most material. Optional hopper extension holds 2 additional
bushels or 150 Ibs. Lid available for hopper extension.
(DO NOT MOUNT THIS SPREADER TO A LAWN TRACTOR, GARDEN TRACTOR OR ATV)




HERD’S FULL LINE OF ELECTRIC SEEDERS
HERD MODEL 1-92

(PTO powered unit recommended for spreading fertilizer)

Can be purchased with 2 Receiver Hitch Mount, Front Mount or Side Mount.

Ideal for front of tractor, pick-up, jeeps, etc...as all you need is 12 volts to run this.
1-92 comes with an agitator to give Herd’s Sure-Feed of material through the opening.
You can also center the spread and meter the amounts with Herd’s centering and
opening control design, (now stainless steel)

ALSO AVAILABLE: 1-44, a smaller 44 qt. seeder with all the features of the 1-92. 1-92 Electric — 2” Rec. Hitch

OPTIONAL EQUIPMENT
#813 Rheostat
#982 Hopper Extension for 1-92 w/2 bushel capacity NOT FOR
#808A Width Control Kit ATV’S
#660 2 Receiver hitch mount only

#544 3-pt. Hitch mounting
#940 Hopper extension for 1-44, 1.3 bushel capacity

HERD GT-77ATV -MOST POPULAR SEEDER

Vibrating agitator for Sure-Feed of material being spread.

Ideal for seeding clover or alfalfa (spread 28’ wide).

Will broadcast all types of materials.

Ability to center the spread pattern of all types of materials.

Hopper capacity 77 Ibs. of fertilizer or 1.2 bushel of seed.
“EE 12 volt electric motor hooks directly to fan-(low amp draw).

GT-7T7TATV Mounting brackets for most ATV’s and Utility vehicles.

Optional blocking plate for spreading granular chemicals, #517. GT-7T7REG
Optional rheostat available, #813 For Garden Tractors

Rheostat Included

Standard hitch with brace rods for easy mounting to most garden tractors

GT-77ATV SIDE MOUNT-CHUTE & SPOUT

GT-77ATV now available for left-right or narrow band application
(Very Economical!)

GT-77ATV with #536 Chute and #827 Spout. Blocking plate #517 available

for very small areas.
#536, #827 & #813
Chute, Spout & Rheostat




HERD BANDING KITS

FOR ORCHARDS & VINEYARDS

225 HYDRAULIC CONTROLLED
BANDING KIT

The hydraulic controlled 225 Banding Kit takes the drudgery and work out of
opening and closing...lets the cylinder do the work. Individual cables to each
opening...disconnect one for one-side spreading. Precision opening fine for
spreading granular chemicals as insecticides and herbicides.

Also available, the 225 Manual Banding '
Kit. This unit has (2) two control cables o | EEFREER
that operate independently with (2) two - :
separate levers. This allows the operator to
spread material to both sides at the same
time or to one side or the other. This is
accomplished by control levers mounted
beside the operator.

225 Manual Banding Kit

225 Hydraulic Banding Kit Control Side

Dual Controls for 225 Manual Banding Kit

180 MANUAL BANDING

KIT

18”))

180 Manual Control Banding Kit
on Flotation Trailer

The 180 Manual Controlled Banding Kit with dual openings
assures spreading even amounts on both sides. Blocking
plate for one-side application...left or right. Adjustable
from 60 inches to 34 feet with no center spread where it is
not needed. (On wide spreads such as 34’, pattern width is
approximately 6” and on 60", pattern width is approximately

180 Manual Controlled Banding Kit

1-92 ORCHARD

1-44 can be identically equipped.

|-92 Orchard

1-92 Orchard, side mounted standard with front chute #822,
spout #827 and 808A width control kit is ideal for spreading '

granular insecticides, mouse bait or herbicides around trees, 808A 822
and under link fences, orchards and vineyards or where weed
control is needed and where side-pattern is desired. The smaller

827
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