


WORKSAVER POWER-RAM POST DRIVERS & POST HOLE DIGGERS

Work Smarter. Work Faster.
with WORKSAVER

WORKSAVER® POWER-RAM POST DRIVERS:
THE BEST VALUE ON THE MARKET TODAY

'nnalling new fencelines?
Replacing old ones? Setting posts
for livestock pens, feedlots, vineyards,
windbreaks, landscaping, field crops?
Save time and eliminate back-
breaking labor with WORKSAVER.

Simply stated, WORKSAVER
POWER-RAM Post Drivers are
built to last, with quality features
designed to improve operator
convenience, versatility, production
and performance in all kinds of
conditions. You have the power — up
to 110,000 lbs. at impact — to handle
steel, wood, even RR ties!

WORKSAVER'S rugged

Post Hole Diggers feature a huge
selection of augers — single and
double flighted. Plus, high-carbon,
hardened alloy steel Red Claw®
Digger Teeth — hard-surfaced for
~greater productivity and longer life
— set the industry standard,

Do it smarter and faster ... The WORKSAVER Way

FIRST with converta-valve, making it
easier to adapt open or closed
hydraulic systems.

FIRST with a circular bubble level on
all units for simple, yet accurate,
positioning of the driving ram.
FIRST to put grease zerks on all pivot
points and threaded adjustment nuts.

FIRST with plastic slide blocks to
stabilize vertical driving force.

FIRST to use plastic pads on offset
slides, eliminating metal-to-metal
contact and providing an adjustment
to keep slide beams snug.

FIRST to install a rubber deflector
guard around the ram driving head
to prevent flying wood chips and
debris from hitting the operator.

FIRST to use larger 3" x 6" hydraulic
cylinders on hydraulic adjustment
models for better ram control and
trouble-free performance.

FIRST to make adjustable legs
available on all units for more stability
during the driving operation.

FIRST to develop a universal return
line fitting. This eliminates the need
for most special return line fittings.

FIRST to develop a special skid steer
return line system; one that easily
adapts to provide a dirt-free
hydraulic connection.

FIRST to develop front loader
mounted post drivers.

WORKSAVER ... introducing a
decade of post driver innovations;
always making equipment better
and easier to use!




WORKSAVER POWER-RAM POST DRIVERS

HPD-16/20

High Impact!
Drive wooden
posts in seconds
without
*mushrooming”
tops of posts.

Up to 40
strokes/minute!
(depending on tractor's
hydraulic capacity)

Side-to-side and fore-aft Guarded ram hammer
post alignment. plate helps to protect
Plated manual cranks operator from defective

prevent rust and feature
coarse machined threads
and grease zerks for quick,
easy adjustments.

posts or splintering.

Transport
lock pin for
travel and
storage.

Offset valve
position places
operator to they
side for added
S-EfE-I_y'.

Take the work out
of driving posts!
No extra digging’

No need to point the posts!
No air pockets!

Safety Post Holder.
One hand secures the post as the
other one controls the hydraulics.

Spring isolators
dampen "whipping
action” and help to
extend spring life.

Dependable performance
with minimal maintenance.

Works on hillsides, flatland
along roadsides, fencelines!

Stabilizer legs
eliminate tractor
bounce, reduce
driver movement
and simplify
storage problems.

{2 142" x 2 102" tubular steal]

®with the exception of rocky conditions




WORKSAVER POWER-RAM POST DRIVERS

HPD-16/20/24 SHC

Designed for the serious fence builder.
Center-mounted. All the quality features of the
basic HPD-16 and HPD-20 models, PLUS...

Hydraulic positioning. Fast. Easy. Effortless post
alignment. Twe 3" x 6" cylinders adjust left or right
(20° each way from vertical), fore and aft (17° each
way from vertical).

Want more driving force? Heavy-duty HPD-24 SHC
delivers 110,000 Ibs. of high-impact force to drive
large posts into tough, hard-driving soil conditions.

Maximum post sizes:

HPD-16 SHC: 7" in diameter, 9 ft. long;
HPD-20 SHC: 8 3/4" in diameter, 10 ft. long
HPD-24 SHC: 11" in diameter, 10 ft. long

WORKSAVER
HPD-24 SHC

HPD-16/20/24 SWO

Perfect for driving posts along existing fence lines, ditch
banks, corners. Hydraulic side shift extends 24" to left,
permitting the post driver to reach up to 94" left of
tractor’s center point; slide tension adjusters eliminate
end slope when drive is extended. Two hitch locations
allow you to pull a wagonload of posts to the worksite,
and then relocate the wagon hitch to the right side of
the frame for more working area.

WORKSAVER
HPD-20 SWoO
with 3-angle
swivel mount

J-angle swivel
mount pivots
45°, 90° or

rear facing.

» WORKSAVER's slide blocks maintain tension and
eliminate metal-on-metal wear and friction on the
side shift tube; four blocks adjust to maintain post
driving accuracy.

» Fixed leg and base support stabilizes post driving
operation; also, makes it easy to store and mount or
dismount.

» Two wagon hitch locations allow you to pull
wagonloads of posts for large-scale fencing
operations.



WORKSAVER POWER-RAM POST DRIVERS FOR FRONT & SKID STEER LOADERS

POST DRIVERS FOR FRONT LOADERS
HPD-16/20 MFL/HFL 12520 tir) o hyraic (470 posiioning

» Want better access in hard-to-reach areas? » WORKSAVER HPD-16 and HPD-20

L"E’;ﬁﬁ‘nﬁf Plus, more visibility and maneuverability when models are available with both 1* pin-
?rgii-h:fum positioning the post driver? type (standard) and optional quick-
loader » Want to free up the rear of the tractor to attach front loader mounting brackets

for most popular loader brands.

Additional adjustment options allow

you to center the driver or position it
outside the tractor.

pull a trailerfoad of posts? Or operate a
posthole digger on the rear to create a pilot hole?
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... ANID SKID STEER LOADERS (5552 50 e,

» Want greater multi-task performance from your skid
steer loader? WORKSAVER HPD-16/20/24 Post Drivers for skid

steers provide greater versatility by (a) making it easy to Special return line
transport, (b) giving you greater front/rear angle adjustment fittings and hoses
and (c) enabling you to maneuver into tight areas not ; solve return line
accessible with a tractor. Worksaver’s self-contained post driver problems; help prevent
for skid steers features its own hydraulic pump, motor and : dirt contamination of
reservoir for quick convenient hook up. No special return line “ff hydraulic oil.

K

fittings are required with these self-contained drivers.
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Overhead view shows the compact design crE Wc:-rksavers
skid steer self-contained pump, motor and reservoir
combination which is used on the HPD-16/20/24 HSS/P.
No need to drill or modify the skid steer’s hydraulic
reservoir when one of these units is used.

il



Go with the world's No. 1 manufacturer of post hole
diggers and you're digging deeper, faster and smarter than
ever before. WORKSAVER's complete line of value-priced
PTO-powered and loader bucket-mounted diggers give
you a wide selection of auger digging diameters and
depths from ten different models:

FEATURES (PTO-POWERED UNIT):

» Heavy-duty tubular steel stock on the yoke and
booms of all PTO-driven units. Large 2" output shaft has
two-bolt auger connection for better power transfer.

» Shear-bolt protected and shielded PTO driveline.

» -position boom adjustment on Model 300, 500 and
720 diggers adapt to almost all tractors.

» Rugged gearbaxes (backed by WORKSAVER's

5-year limited warranty) feature trouble-free tapered
roller bearings and spring-loaded seals; they're virtually
maintenance-freel

» Optional down force kits for 350-500 |bs. extra
pressure when digging conditions get tough.

» We've got your augers! Choose from a huge selection,

6" to 30", single and double flighted ... plus, optional
12" auger extensions (with guards) and special fishtail
auger center points. Plus, all WORKSAVER augers are
double flighted on the first turn for quick, positive
digging action right from the start. Operating in tough
digging conditions? Heavy-duty augers with reinforced
collars and thick flighting are available in all sizes.

Model 300

for small low-profile tractors (Cat 0 tractors)

Model 500

for standard duty work (Cat I/l tractors)

Model 720

for heavy-duty applications (Cat I/l tractors)

Model 925

Industrial duty workhorse (Cat /Il tractors)

WARNING:
Do not work, climb on
or stand near operating diggers.

Retrofit safety guards are available for all clder Worksaver diggers
and extensions. Please state model of digger when ordering.

Meet The WORKSAVER “Hole Hogs

sy

——

Model 500
with positioning
handle; digs 6"

to 12" holes

Optional
down force kits
provide extra
down pressure
when digging
conditions get
tough.

WORKSAVER
Model 300

with positioning
handle, gives you
control from the
tractor seat.

Auger Sizes:
30" lengths,
6", 9", and 12"
diameters.

» Red Claw®
Digger Teeth.
High carbon, alloy
steel. Hard-surfaced
for longer fife. Easy to
replace. WORKSAVER
sets the standard!

Choose from a wide

selection of auger
sizes, ranging from 6"
to 30", singfe and double

flighted ... plus, optional
12" auger extensions (with
guards) and special fishtail
auger center points.




WORKSAVER HYDRAULIC POST HOLE DIGGERS

Industrial-Duty 925

Model 825 — all the power, hole diameter and depth you
want ... auger sizes from 6" to 30"

Model 720: This popular, heavy-duty “worksaver” handles
6" to 24" augers.

62494H/724H
824H/924H

Hydraulically
powered.

Economically
priced.

Built to last!
Reversible!

2 tf‘er

924H

» Better reach ... over
fencelines, shrubs and
other obstructions.

> Seven different models.
Auger sizes: 6" to 24°;
plus optional 12"
extension and fishtail
auger center point.

» WEW skid steer mount
for increased versatility

» Easy to handle;
operator-friendly.
A great time-saver with
exceptional up-front
visibility and control.
No PTO restrictions.
Auger reverses to clear [§ :
obstructions. S W Eingc

» Counter weights provide
constant “balance” for
“true-vertical” holes.
Hydraulic-powered
diggers offer the
option of being bolted
to front loader buckets
(714H & 724H models)
or clamped (814H &
824H models) for quick,
easy mounting. Model
924H mounts directly
to skid steers with a
universal quick attach
for increased versatility.

Model 824H

» Powered through a
hydraulic drive motor
and gearbox; eliminates
shear pin replacement
and slip clutch repair.

Model 724H

> 2-year limited warranty

on the drive motor:

{90 days in commercial use
applications).



WORKSAVER POWER-RAM POST DRIVERS & DIGGER SPECIFICATIONS /DIMENSIONS

PTO-POWERED POST HOLE DIGGERS:

POST DRIVERS:
Basic Machine Specifications & Dimensions:

Specilications/Dimensions:

Model Nos. HPD-16 HPD-20 HPD-24 Model Nos. 300 500 720 s
Maximum Post Size Txy 834" x 10 _ 1 x 0 Main Frame — 3 31 31/
Impact at Full Stroke 32,000 Ibs 80,000 Ibs 110,000/bs (3D SkwolSewTibeg) _ _
Impact at Half Stroke 16,000 Ibs 40,000 Ibs 55000/bs  Gear Ratio 3:1 3:1 die1 41
Minimum Tractor Size* 22 PTO HP 35 PTO HP 50 PTOHP  Boom Positions 3 3 ;A 1
Rear Hitch Type Cat. IM Cat. I/l Cat. Il Hitch Size Cat.0  Cat.lll Cat. I/l Cat. I/
“With stabilizer legs Opt. Down Force Kit DFK-50 DFK-50 DFK-70 DKF-30
With Basic Post Driver Manus! Mountings: i 4 % E : : 5 : .
Tilt Adjustment-  Front/Back  —10° each way from vertical— Gearbax Warranty A AL LA i LS
Side/Side —17*® each way from vertical— Empplng Weaight 149 |bs 160 |bs 206 Ibs 210 Ibs
Shipping Weight (incluces basic unit) 511 Ibs 810 Ibs Recommended Augers: 30" ingn 42" engith 42" fongin 42" iength
Standard _Elahilizer legs Stabilizer legs 6" HD Single Flight ~ x X X X
With Optional Post Driver Mountings 6" HD Double Flight X X X
anal ros L 4 o : — -
X
Hydraulic Past Drivers HPDGSHC  FPDZOSAC  WPDZASHG O o0 Snoleflont  x X 2.
9" HD Slngla Flight X X X
Minimum Hydraulic Req. 34 GPM 6-8 GPM 12 GPM & HD Doubls Fliaht = = -
Tilt Adjustment-  Front/Back 17° each way from vertical izt ool .
Side/Side - 20° each way from vertical 12" Std. Single Flight ~ x X % 3
Valve 2 5pool 2 Spool 2 Spool 12" HD Single Flight X X X .
No. of Cylinders/Size Two 3" x 6° Two 3" x 6° Two 3"x 6" 12" HD Double Flight X X - X
Shipping Weight 853 Ib 1,010 Ibs 1,116 Ibs 14" HD Single Flight 3 X X
Hydraulic & Dffset HPD-16 SWO HPD-20 SWO HPD-24 SWO 14" HD Double Flight X X
Offset® (to ieft of tractor center) 46" min. 46" min. 46" min. 18" HD Double Flight X -
Max. Side Adjustment 24" to left 3 _E:i___ln_:l_ieﬂ 24° to left 24* HD HD Double Flight —X e
Valve 3 Spool 3 Spool 3 Spool  30° HD Double Flight X
No. of Cylinders/Size 326" (2) 3262 IxE(2) . o X x "
i Paaghy  Zwely oagel) cEtEEE e . : .
Shipping Weight 1,158 Ibs 1,335 1bs 1,669 Ibs
Stabilizer Box Filled 1,658 Ibs 1,835 Ibs o 169 Ibs HYDRAULIC POST HOLE DIGGERS:
“Extended wilh head swiveled 1s 54" Hicati
TN Ene e B il kg Mod mnummmﬁm TI4HT24H  B14H/B24H  924H
Mounts (Manual) HPD-16 HFL HPD-20 HFL 8! os. i B
Tractor Size (Minimum PTO req.) 35 HP 50 HP
Stabilizer Legs (2-1/2" x 2-1/2°) 3 3 Hydraulic GPM gmin)  5-10/10-20 5-1010-20 5-10M10-20 10-20
Shipping Weight 780 Ibs /1018 Ibs 937 Ibs [1175 Ibs Hydraulic PSI mirmex) 1500-3000  1500-3000  1500-3000 1500-3000
Skid Steer Mounts* (e Agy HPD-16 HSS HPD-20HSS  HPD-24HSS  Auger Sizes 614/ 6-14 in/ 6-14in/  6-24in
Weight 857 Ibs 1,014 Ips 1,250 Ibs g“ﬂ“r:'?'ﬂ 6-24in 6-24in 6-24in
* 1P HPD- Ed oK
1::";'“' Mounts* un sy HPD-28 HESS 2nss Qutput Size 2india  2inda  2inda_ 2in.dia
Sell-Coniained Hitch Sizo _ _Gat Al N/A WA WA
Skid Steer Mounts® iywas)  HPD-16HSS/P  HPD-20HSS/P  HPD-24HSS/P  Hoses Included Yes No o No
Max. Post Size ey 8-3/4" x 10° 11" x 10/ l]ptluna_l Down
Tilt Adjustment-  Front/Back 17° each way from vertical Forca Kit DFK-70 N/A /A /A
Side/Side _ 20° each way from vertical Gearbox Limited
No. of Cylinders/Size Two 3" x 6° Two 3" x 6° Two 3" x 6" Warranty 3 yTs 5yrs 5 yrs Syrs
Minimum Hydraulic Reg. 10 gpm 10 gpm 10gpm  Hydraulic Drive Motor
Reservoir Capacity 5pal. ~ hgal Sgal.  Limited Warranty 2yrs  2yrs 2 ys 2 yrs
Pump Type Gear  Gear Gear Shipping 180 Ibs/ 125 lbs/ 194 |bs/ 210 Ibs
Pressure Relief Setting 2000 psi 2000 psi 2000 psi j‘:Elﬂm e 182 bs 127 lbs 196 lbs
Filter Type (suction) Spin-on Spin-on Spin-on ettt
Hasesl{lg_ss couplers) Etl:andan:l ______ Standard Standard P e
Mounting Universal” Skid Steer Quick-Attach Mount—  Syandiard Duty Augers: for use in lighter soils, free of stones, roots, etc.
' _ Il Moded
g;?ﬁ?iﬁ:fﬂﬁn Lovkdng Strepe 058 Ibs Standair%:lnﬁ_lﬁgl:le_s 1451 Tbs Heavy-Duty Single Flight Augers: for use when encountering tougher digging

NOTE: H3S & M55 models i Casa-IH (1830 and up), Bobeat, John Deere, Gehl, Mustang and other
skid steer brands with new “Universal™ style quick-altach on hydrailic units. Spacial iydraulic vahe is
includad, Return ling package required as exira.

conditions or where stones, roots, etc., may be present.

Heavy-Duty Double Flight Augers: for use whan operating in loose flow-able
soils such as sand/gravel; better designed to help carry soil to the surface.

SKID STEER MODELS showld have SAE operating load capacily equal fo or greater than 1.25 times post driver tofal weaigiil

murst read and undarsiand the

Note: Operators aperators
' P.O. Box 100, Litchfield, IL 62056-0100  Jo et R e ot themesiee s otnars

Phone: 217-324-5973

FAX: 217-324-3356

when pparating a WORKSAVER POWER-RAM Post Driver or
Post Hole Digper.

z WOAKSAVER, INC. has & corporale policy of conlinpous
WDHKBAVEH WEht www.worksaver.com improvemant and devalopmant: therefors, specifications ara
E-mail: sales@worksaver.com subjact to change without any advance notice. WORKSAVER, INC,
15 not responsible for diffarences bafwean spacificalions or
WORKSAVER, INC. iustealions contained in this publication and the aclual squipment.
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